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Colours Wall pro®les Roof pro®les
Inland Coastal Inland Coastal

Group 1 30 25 25 20

Group 2 25 20 20 15

Flashings



Standard Colours

Moorland Green 12B21 Group 1

4

Country Green** Group 2

White* 00E55 Group 1
Ivory RAL9002 Group 1
Goosewing Grey* 10A05 Group 1

Olive Green 12B27 Group 1

Juniper Green* 12B29 Group 2

Wedgewood Blue 18C37 Group 1

Ocean Blue 18C39 Group 2

Slate Blue* 18B29 Group 2

Merlin Grey* 18B25 Group 1 \\
Mushroom 12B21 Group 1
New Grey 10B23 Group 1
Bamboo 08C35 Group 1
Terracotta 04C39 Group 2

Black 00E53 Group 2

Vandyke Brown*
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Corn ower Blue "Accent' 18E53 Group 2 Poppy Red “Accent® 04E53

* Also available in Polyester coated ®nish - ** O  nly available in Polyester coated ®nish

Special order Colours

Buttermilk 10C31 Group 1 Linden Green 12E53
Willow 12B17 Group 1 Golden Yellow 08E51
Pigeon Grey 18B17 Group 1 Saffron 08E53

Paci®c Blue 18E58 Group 2 Tangerine Orange 06E53

Jade 14C37 Group 2 Golden Glow 06E56

Forest Green RAL6002 Group 2 New Red 04D44

The standard colour references shown above are the nearest equivalents

The printed colours shown are for guidance only. Fo  r a true representation please obtain an actual met  al swatch sample available on
request from Steadmans.

To ensure tonal consistency between components for  a single contract material should come from the sam e production batch and

therefore should be placed as one order.
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Steadmans LG200

Bene®ts 8-part construction
8-part construction Top coat
200 micron abrasion resistant Primer

durable top coat
Chemical Pre-treatment
Galvanised substrate offering

good corrosion resistance Zinc/Aluminium Coating

Attractive leathergrain emboss Substrate

Wide choice of colours available Chemical Pre-treatment

High performance reverse side
backing coat

Zinc/Aluminium Coating
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Protective paint coating
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Performance Warranty up to
30 years

Performance data

[ Property Data Test )
Paint thickness 200!'m EN13523-1
Gloss 15 - 40 EN13523-2
Scratch Resistance > 35N EN13523-12
Taber abrasion resistance 10-15mg EN13523-16
Impact Strength 18 Joules EN13523-5
Adhesion satisfactory EN13253-6
Min. bend Radius (T) 0 EN13253-7
Corrosion Resistance
Salt Spray (hours) 1000 EN13253-8
Humidity (hours) 1000 EN13253-25
Max.surface temp. 60"C Mill
Reaction to Fire Class 0 BS476 part6 & 7
Resistance to ®re Class AA BS476 part 3
\ J

General notes
The ®gures contained in this table are typical prapties and do not constitute a
speci®cation.

For further information contact Steadmans Technicalepartment at

support@steadmans.co.uk

Other coatings and colours are available from Steatans. For further details
contact Steadmans Sales Department at info@steadn®no.uk
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